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GENERAL NOTES

I.  THIS PRELIMINARY SUBDIVISION PLAN IS SUBMITTED, AND SHALL BE

CONSTRUCTED, IN ACCORDANCE WITH THE REQUIREMENTS OF THE

TOWN OF MINT HILL UDO AND THE MECKLENBURG CO. LAND

DEVELOPMENT STANDARDS MANUAL.

BOUNDARY SURVEY INFORMATION PER SURVEY PREPARED BY PHOENIX

LAND SURVEYING, MEETING THE REQUIREMENTS OF G5 47-30.

TOPOGRAPHIC INFORMATION FROM FIELD RUN SURVEY BY PHOENIX LAND

SURVEYING

SUBDIVISION INSPECTOR SHALL BE GIVEN 48 HOURS ADVANCE NOTICE

PRIOR TO COMMENCEMENT OF CONSTRUCTION.

LOT DIMENSIONS ARE APPROXIMATE; REFERENCE RECORD PLAT FOR EXACT

LOT DIMENSIONS.

ALL STORM DRAINAGE PIPE SHALL BE CLASS 3 REINFORCED CONCRETE PIPE

(RCP) UNLESS OTHERWISE NOTED. PIPE LENGTHS INDICATED ON THE PLANS

ARE APPROXIMATE AND ARE SUBJECT TO CHANGE DUE TO FIELD CONDITIONS.

7. SUBSURFACE DRAINAGE FACILITIES MAY BE REQUIRED IN THE STREET
RIGHT-OF-WAY AS DEEMED NECESSARY BY THE INSPECTOR.

&. REFERENCE SHEET 3 FOR EROSION CONTROL PLAN AND NOTES.
REFERENCE SHEET 4 FOR EROSION CONTROL DETAILS.

9d. CONSTRUCTION OF ALL DEVELOPMENT IMPROVEMENTS SHALL BE IN
ACCORDANCE WITH THE MECKLENBURG CO. LAND DEVELOPMENT
STANDARDS MANUAL. REFERENCE SHEET 4 FOR SITE DETAILS. THE
FOLLONWING ADDITIONAL DETAILS ARE INCLUDED BY REFERENCE:

SSIC I NN

ITEM MCLD/NCDOT STD. NO.
CURB AND GUTTER 10.17
CURB TRANSITION 10.19
CATCH BASIN LOCATION 10.29 ¢ 1030

(Cl) BRICK CATCH BASIN  840.0I ¢ £40.02
(DC1) DOUBLE CATCH BASIN 20.03 ¢ 20.04

STREET NAME SIGN 50.05
SIDEWALK 10.22

10. APPROXIMATE COMPLETION TIME 1S SUMMER 20I5.
. WATER AND SANITARY SEWER SERVICE SHALL BE PROVIDED BY EXTENSION
OF THE EXISTING CHARLOTTE-MECKLENBURG UTILITY SYSTEM.

12. SIDEWALK NOTE: THE CONTRACTOR SHALL COORDINATE WITH THE SUBDIVISION
INSPECTOR FOR LATEST REVISION OF HANDICAP RAMP DETAIL(S) PRIOR TO
PLACEMENT OF ANY H/C RAMPS AND/OR SIDEWALK.

|13. THE DEVELOPER SHALL MAINTAIN EACH STREAM, CREEK, OR BACKWASH
CHANNEL IN AN UNOBSTRUCTED STATE AND SHALL REMOVE FROM THE CHANNEL
AND BANKS OF THE STREAM ALL DEBRIS, LOGS, TIMBER, JUNK AND OTHER
ACCUMULATIONS.

4. DRAINAGE EASEMENTS INDICATED AS SDE (STORM DRAINAGE EASEMENT)
ARE EASEMENTS WHICH ARE THE RESPONSIBILITY OF THE INDIVIDUAL
PROPERTY ONWNER.

I5. DEVELOPER WILL PROVIDE STREET SIGNS PER MCLDSM# 50.05 (4" SIGNS ONLY).

6. COORDINATE ALL CURB AND STREET GRADES IN INTERSECTIONS WITH
THE COUNTY INSPECTOR.

I7. NON-STANDARD [TEMS (IE: PAVERS, IRRIGATION SYSTEMS, ETC.) IN THE RIGHT-
OF-NAY REQUIRE A RIGHT-OF-WAY ENCROACHMENT AGREEMENT WITH THE
TONWN OF MINT HILL BEFORE INSTALLATION.

1&. "AS-BUILT" DRANINGS AND PLANS OF THE STORM DRAINAGE SYSTEM, INCLUDING
DESIGNED DITCHES, MUST BE SUBMITTED PRIOR TO SUBDIVISION FINAL INSPECTION
TO THE COUNTY ENGINEERING DEPARTMENT IN ACCORDANCE WITH THE
MINT HILL SUBDIVISION ORDINANCE. (IN AUTOCAD AND PAPER FORM TO THE TOWN)
19. IN ORDER TO ENSURE PROPER DRAINAGE, KEEP A MINIMUM OF O.5% SLOPE
ON THE CURB.
20. IN ROLLING AND HILLY TERRAINS, SWEEPING OF THE STONE BASE AND/OR
APPLICATION OF TACK COAT MAY BE REQUIRED NEAR INTERSECTIONS. THESE
REQUIREMENTS WILL BE ESTABLISHED BY THE INSPECTOR AND BASED ON
FIELD CONDITIONS.
APPROVAL OF THIS PLAN 1S NOT AN AUTHORIZATION TO GRADE ADJACENT
PROPERTIES. WHEN FIELD CONDITIONS WARRANT OFF-SITE GRADING, PERMISSION
MUST BE OBTAINED FROM THE AFFECTED PROPERTY OWNERS.
22. SITE BENCHMARK FOR PROJECT IS THE RIM OF AN EXISTING SAN. SNR. MH
IN THE INTERSECTION OF CROWN HILL DR & TRUELIGHT CHURCH RD, ELEV.= 763.73
23. NO DEMOLITION LANDFILLS WILL BE LOCATED ON THIS SITE.

24. THE PURPOSE OF THE STORM DRAIN ESMT. (SDE) 1S TO PROVIDE STORMWATER CONVEYANCE.

2l.

/ BUILDINGS ARE NOT PERMITTED IN THE EASEMENT AREA. ANY OTHER OBJECTS WHICH IMPEDE
RSB 5 SXK*W 31 PLANT STRIP \ Mﬁ_&gg@rﬁg chE STORM WATER FLOW OR SYSTEM MAINTENANCE ARE ALSO PROHIBITED.
. 25. SIGHT TRIANGLES SHOWN ARE MINIMUM REQUIRED.
REMOVE POLE\ 22432 SF T NOW OR FORMERLY
Ok N %\ DB 1135 PG 501 26. THIS PROJECT IS USING THE CONTROLLED IMPERVIOUS AREA OPTION (LOW DENSITY) OF THE
=== ~ TAX # 137-121711 APPROVED MITIGATION TECHNIQUES
PSR —_— 7 BUA AREA DATA:

12% BUA AREA ALLOWED: O.I12 x 494 AC=25622 SF

MUST USE LESS THAN 12% BUA
T LOTS/ 25822 SF = 36886 SF/LOT

THE MAXIMUM | R LOT (11.99

BUILT-UPON AREA (BUA) MEANS THAT PORTION OF A PROPERTY THAT

IS COVERED BY IMPERYIOUS OR PARTIALLY IMPERYVIOUS SURFACE
INCLUPING, BUT NOT LIMITED TO, BUILDINGS; PAVEMENT AND GRAVEL
AREAS SUCH AS ROADS, PARKING LOTS, AND PATHS; AND RECREATION
FACILITIES SUCH AS TENNIS COURTS (ACTIVITY FIELDS THAT HAVE BEEN
DESIGNED TO ENHANCE DISPLACEMENT OF RUNOFF, SUCH AS COMPACTION
AND GRADING OR INSTALLATION OF SODDED TURF, AND UNDERGROUND
CONSIDERED BUILT-UPON AREA,) "BUILT-UPON AREA" DOES NOT INCLUDE
A WOODEN SLATTED DECK OR THE WATER AREA OF A SWIMMING POOL.

A
2d /SUMMARY: THIS PROJECT CONSISTS OF A 1 LOT SUBDIVISION ON
| AN EXISTING STREET. THE HOUSE PADS WILL BE GRADED FOR SLABS,
| CRANWL SPACES OR BASEMENTS, DEPENDING ON TOPOGRAPHY. THE
|PROJECT WILL BE LOW DENSITY (2% IMPERVIOUS) PER MECK/MINT
| AMILL Pcco
30. EACH LOT SHALL SUBMIT AN IMPERVIOUS AS-BUILT SURVEY TO
CONFIRM THE MAX. ALLOWABLE IMPERVIOUS PER LOT HAS BEEN MET.
/ 3l. PROJECT WILL BE BONDED FOR FOR A PORTION OF CONSTRUCTION
/ TO ALLOW FOR RECORDATION OF THE FINAL PLAT
/32, THIS PROJECT WILL NOT HAVE A HOMEOWNERS ASSOCIATION
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STORM DRAINAGE SCHEDULE
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NATERSHED CLEAR CREEK
DISTURBED AREA (AC) 1.6 AC
SITE AREA (AC) 4494 AC
DA #
TOTAL ON-SITE DA (AC) 4494 AC
EXIST. BUA (5F) 3234 SF
EXIST. BUA TO BE REMOVED (SF) 3234 SF*
EXIST. BUA TO REMAIN (5F) O SF*
PROP. NEW BUA (5F) 25802 SF
PROP. 9% BUA .99 %
I DENSITY (HIGH/LOR) LoW
TOT. POST-PROJ BUA FOR SITE 25802 SF S
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SEEDING SPECIFICATIONS

STEEP SLOPES
100 lbs/acre tall fescve

GENTLE SLOPES

SEEDING
30 los/acre Sericea lespedeza
MIXTURE 80 los/acre of tall fesue (unscarified after August 15)
10 Ibs/acre Kobe lespedeza
Fall: August 25 - October 15
Fall: Avgust 25 - October . _
Late winter: February 15 - April I5 #gtixgnjr' tlebrl;a;‘egdlLS m?opr:}llxlz add
SEEDING To extend spring seéding Into June, add s !

DATES 15 bm/ccre holied Bormidbross 5 lolocre hled Bermdagase
Overseeding of Kobe lespédeza over fall 4 dgt IF I P Frect!
fall-seeded tall fescue s very etfective. ali-seeded tall fescue Is very efrective.

SEEDING Apply lme and fertilizer per soll rests, or Apply lime and fertilizer per soll rests, or 4000

AMENDMENTS 4000 lbs/acre limestone and 1000 los/acre lbs/acre limestone and 1000 Ibs/acre 10-20-20
NOTE 10-20-20 fertllizer. fertllizer.
Ground Cover— hherever land disturbing activity s uindertaken on a tract comprising more than
one (1) acre, a ground cover sufficlent to restrain erosion must be planted or‘"gr‘ovl ed within 5

NOTE 2

Graded slopes and fills— Within 5 working days of completion of any phase of

gradlng, slopes shall be planted or otherwise provided with ground cover,
evices, or structures sutficient to restrain erosion.

TEMPORARY SEEDING FOR WARM AND COOL SEASON

EARLY SUMMER SEASON STEEP SLOPES
SEEDING 40 lbs/acre of German millet 120 Ibs/acre Rl‘ie (grain)
MIXTURE 80 lbs/acre of tall fesve 80 Ibs/acre tdll fesve
May | - August 15 October 25 - December 30
SEEDING Refertllize If gronth 15 not fully adequate. Between December 30 - February I5,
DATES Apply 4000 Ibs/acre stram of equivalent add 50 lps/acre of annual Kobe léspedeza.
hyaroseeding. Aptflg 4000 Ibs/acre stran or equivalent
hyaroseeding.
SEEDING Apply lime and fertilizer ggr‘ soll rests, or 2000 fertllizer.
AMENDMENTS  lbs/dcre limestone aond 150 Ibs/acre 10-10-l0  Apply lime and fertilizer ggr soll rests, or 2000
fertilizer. Ibs/acre limestone and 150 lbs/acre 10-20-20

EROSION CONTROL NOTES

SEEDBED PREPARATION NOTES

|. SURFACE WATER CONTROL FEATURES SHALL BE INSTALLED PER APPROVYED PLAN.

. AREAS TO BE SEEDED SHALL BE RIPPED AND SPREAD WITH AVAILABLE TOPSOIL
3" DEEP. TOTAL SEEDBED PREPARED DEPTH SHALL BE 4" TO 6" DEEP.

. LOOSE ROCKS, ROOTS AND OTHER OBSTRUCTIONS SHALL BE REMOVED FROM THE
SURFACE SO THAT THEY WILL NOT INTERFERE WITH ESTABLISHMENT AND/OR
MAINTENANCE OF VEGETATION. SURFACE FOR FINAL SEED BED PREPARATION, AT
FINISH GRADES SHONN, SHALL BE REASONABLY SMOOTH AND UNIFORM.

. IF NO SOIL TEST 1S TAKEN, FERTILIZER AND LIME SHALL BE APPLIED ACCORDING
TO SEEDING SPECIFICATIONS.

. IF SOIL TEST IS TAKEN, PROVIDE FERTILIZER AND LIME ACCORDING TO SOIL TEST
REPORT.

.FERTILIZER AND LIME SHALL BE APPLIED UNIFORMLY AND MIXED WITH THE SOIL
DURING SEEDBED PREPARATION.

7. GRADED SLOPES AND FILLS: THE ANGLES FOR GRADED SLOPES SHALL BE NO
GREATER THAN THE ANGLE WHICH CAN BE RETAINED BY VEGETATIVE COVER OR
OTHER ADEQUATE EROSION CONTROL MEASURES. IN ANY EVENT, SLOPES LEFT
EXPOSED SHALL, WITHIN 21 CALENDAR DAYS OF COMPLETION OF ANY PHASE OF
GRADING, BE PLANTED OR OTHERWISE PROVIDED WITH GROUND COVER OR OTHER
ADEQUATE EROSION CONTROL MEASURES SUFFICIENT TO RESTRAIN EROSION.

MAXIMUM SLOPE IS 2:1.
LOT IT76

GROUND COVYER: WHENEVER LAND DISTURBING ACTIVITY IS UNDERTAKEN ON A MB 45 PG 449

TRACT COMPRISING MORE THAN ONE (1) ACRE, IF MORE THAN ONE (1) CONTIGUOUS
ACRE 1S UNCOVERED, A GROUND COVER SUFFICIENT TO RESTRAIN EROSION MUST
BE PLANTED OR OTHERWISE PROVIDED WITHIN 2I CALENDAR DAYS ON THAT
PORTION OF THE TRACT UPON WHICH FURTHER ACTIVE CONSTRUCTION IS NOT
BEING UNDERTAKEN.

/
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THIS EROSION CONTROL PLAN |S PREPARED IN ACCORDANCE WITH THE
MECKLENBURG COUNTY SEDIMENTATION AND EROSION CONTROL ORDINANCE.

SITE AREA: 494 AC; DISTURBED AREA: 4.3 AC.
SOIL CLASSIFICATION: CECIL

ADDITIONAL MEASURES TO CONTROL EROSION AND SEDIMENT MAY BE REQUIRED
BY A REPRESENTATIVE OF MECKLENBURG COUNTY LUESA

FINAL LOCATION OF SILT FENCE SHALL BE DETERMINED IN THE FIELD BASED ON
ACTUAL SITE CONDITIONS.

ANY GRADING BEYOND THE DENUDED LIMITS SHOWN ON THE PLAN IS A
VIOLATION OF THE COUNTY EROSION CONTROL ORDINANCE AND 1S
SUBUECT TO A FINE.

ANT ON-SITE DEMOLITION LANDFILL(S) SHALL BE PROPERLY PERMITED.

GRADING MORE THAN ONE (1) ACRE WITHOUT AN APPROVED EROSION CONTROL
PLAN IS A VIOLATION OF THE COUNTY EROSION CONTROL ORDINANCE AND IS
SUBJECT TO A FINE.

ALL "STD." NUMBERS REFER TO THE MECKLENBURG COUNTY LAND

DEVELOPMENT STANDARDS MANUAL.

ANY LAND DISTURBING ACTIVITY 2 | ACRES REQUIRES COMPLIANCE WITH ALL
CONDITIONS OF THE GENERAL PERMIT TO DISCHARGE STORM WATER UNDER
THE NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM. ANY PERMIT NON-
COMPLIANCE 1S A VIOLATION OF THE CLEAN WATER ACT AND MAY REQUIRE
ENFORCEMENT ACTION BY THE DEHNR.

ALL AREAS MUST BE SEEDED AND MULCHED WITHIN 5 CALENDAR DAYS.
REFER TO EROSION CONTROL ORDINANCE FOR ADDITIONAL REQUIREMENTS.

SLOPE SHALL BE GRADED NO STEEPER THAN 2:1. FILL SLOPES GREATER THAN
0" REQUIRE ADEQUATE TERRACING [MCLDS #30.16].

A GRADING PLAN SHALL BE SUBMITTED FOR ANY LOT GRADING EXCEEDING ONE
ACRE NHICH WAS NOT INCLUDED IN A PREVIOUSLY APPROVED GRADING PLAN.

SOIL STABILIZATION SHALL BE REQUIRED ON ANY AREA OF A SITE WHERE LAND-DISTURBING ACTIVITIES
HAVE TEMPORARY OR PERMANENTLY CEASED ACCORDING TO THE FOLLOWING SCHEDULE

A) ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES STEEPER THAN
3:| (H:V) SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION

NWITH GROUND COVER AS SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN T CALENDER DAYS FROM
THE LAST LAND DISTURBING ACTIVITY

B) ALL OTHER DISTURBED AREAS SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION
NITH GROUND COVER AS SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN 14 CALENDAR DAYS

NEW STABILIZATION TIMEFRAMES

>
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CONSTRUCTION SEQUENCE

I. OBTAIN PLAN APPROVAL FROM THE MECKLENBURG COUNTY LUESA DEFPARTMENT

2. SET UP AN ON-SITE PRE-CONSTRUCTION CONFERENCE WITH THE FOLLOWING DEPARTMENTS:
LUESA EROSION CONTROL INSPECTOR, LAND DEVELOPMENT INSPECTOR AND ZONING
INSPECTOR. FAILURE TO SCHEDULE SUCH CONFERENCE 4& HOURS PRIOR TO ANY LAND
DISTURBING ACTIVITY IS SUBUIECT TO FINE. RECIEVE GRADING/CLEARING PERMIT FROM
INSPECTOR. INSTALL SILT FENCE, INLET PROTECTION, AND OTHER DEVICES AS SHONWN ON
PLANS, CLEARING ONLY AS NECESSARY TO INSTALL THESE DEVICES. FOR PHASED EROSION
CONTROL PLANS, CONTRACTOR SHALL MEET WITH EROSION CONTROL INSPECTOR PRIOR TO
COMMENCING WITH EACH PHASE OF EROSION CONTROL MEASURES. THE LAND DEVELOPMENT
INSPECTOR SHOULD BE CALLED TO CONDUCT INSPECTIONS ON STORM DRAINAGE, SIDENWALKS,
DRIVENWAY ON STORM DRAINAGE, SIDENWALKS, DRIVE WAY IMPROVEMENTS, AND ALL ASPECTS
OF ROAD CONSTRUCTION COORDINATE WITH EROSION CONTROL INSPECTOR PRIOR TO
REMOVAL OF EROSION CONTROL MEASURES.

- SANCUT EXISTING EDGE OF PAVEMENT FOR CLEAN CONNECTION, INSTALL CURB AT PROPOSED
LOCATION AND BACKFILL AREA BETWEEN CUT WITH FULL DEPTH ASPHALT (FOR ALL AREAS
LESS THAN FIVE FOOT)

. UPON INSTALLATION OF THE CURB, INSTALL SHOULDER AND SIDENWALK. PAD LOTS AS SHONWN
LOTS |1-4 CAN BE GRADED BASED ON SILT FENCE SHOWN, BASIN |S NECESSARY FOR LOTS 5-T.
SIDEWALK MAY BE INSTALLED WITH THE HOME CONSTRUCTION, AND WILL BE SHOWN IN THE BOND
CALCULATIONS, AS NECESSARY, BASED ON HOME SALES.

. STABILIZE SITE AS IT 1S BROUGHT TO FINISHED GRADE.

. COMPLETE IMPROVEMENTS. COORDINATE WITH EROSION INSPECTOR PRIOR TO REMOVAL
OF EROSION CONTROL MEASURES
. ALL EROSION CONTROL MEASURES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE N.C.

LOT &2
MB 4| PG 8602

KENNEY DESIGN

GROUP, PA

1316 GREENWOOD CLIFF

EROSION AND SEDIMENT CONTROL PLANNING AND DESIGN MANUAL, US. DEPT. OF AGRICULTURE
US. SOIL CONSERVATION SERVICE, MECKLENBURG COUNTY EROSION CONTROL ORDINANCE,
AND LUESA.

THE CONTRACTOR SHALL DILIGENTLY AND CONTINUOUSLY MAINTAIN ALL EROSION

CONTROL DEVICES AND STRUCTURES TO MINIMIZE EROSION. THE CONTRACTOR SHALL
MAINTAIN CLOSE CONTACT WITH THE COUNTY EROSION INSPECTOR SO THE PERIODIC
INSPECTIONS CAN BE PERFORMED AT APPROPRIATE STAGES OF CONSTRUCTION.
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X/

LOT 173
MB 4l PG 802

. EX. PAYEMENT

Y oS NV T6059~
GN{%:QBB/\

LOT 174

MB 4| PG 800 EX. ROAD R/W

LOT 175
MB 4| P& 800

\

\~

\ToBr ELLIG ¢
VID BURGESS
OR_FORMERLY

MB-J]

NOI

| P& a7l
DB 286922 P& 120
TAX # |37-121-25

”
[
.2
2
>
3]
o

< L

A A MCGEE 4

MILDRED MCGEE
NOW OR FORMERLY
DB 71135 P& 5071

A
~__TOSILT FENC

\ \ \/// — TAX # |137-12[-17
\ \ 7 6"2\\’\% 3 \5 T
\\3 NN \
[ N
=~ A 'LlMng ) /
XY =Tb 3
\) / /
N[ R
ﬂﬁ/ 2, D 4 |/ BASIN |
= Ry I\ TOP DAM: 740.0
— : SPILLWAY 139.0

10!xl6' SPILLWAY
BQOT. BASIN: 737.0
2" SKIMMER

SILT

MCGEE BROTHERS CO INC
NOW OR FORMERLY
DB 6299 PG 323 b

FROM THE LAST LAND DISTURBING ACTIVITY

ON SITE BURIAL PITS REQUIRE AN ON-SITE DEMOLITION LANDFILL PERMIT
FROM THE ZONING ADMINISTRATOR
ALL PERIMETER AREAS AND SLOPES GREATER THAN 3:1 SHALL BE STABILIZED WITHIN T DAYS.

GROUND STABILIZATION ON ALL OTHER AREAS MUST BE COMPLETED WITHIN |4 DAYS. REFER
TO THE EROSION CONTRAL ORDINANCEFOR ADDITIONAL REQUIREMENTS

SITE AREA DESCRIPTION

PERIMETER DIKES, SWALES, DITCHES AND SLOPES
HIGH QUALITY WATER (HGN) ZONES

SLOPES STEEPER THAN 3:l

SLOPES 3:1 OR FLATTER

ALL OTHER AREAS WITH SLOPES FLATTER THAN 4:|

TAX # 137-121-1l o
r  — _—-—
\ % | |
L __ |
PARCEL A Hiyy
MB 33 Re. 80T o py = —
RIS S
N - &
\ -
IAN ELKINS A T~ _/ e
NOW OR FORMERLY STABILIZED CONSTRECTION - - Z
LOT A ENTRANCE, TYP. (MCLD STD. S041)- \
MB 33 PG 8071 PP
DB 28&96| PG 40|
TAX # [37-241-13 KELAM ENERGY LLC
NOW OR-FORMERLY
LOT 2 7, o
MB 55 PG 543 -~ = Z
DB 26707 PG 222 N o
TAX # |37-241-4I S~ 07‘
BRIAN ELKINS & \ % (@]
RAGUELLE ELKINS \\ \ o2
NOW OR FORMERLY \
LOT | . a\ L
MB 55 PG 543 \ (@)
DB 28707 PG 219 \ T
TAX # 137-2dI-14 %(O
X TEMPORARY SILT FENCE
MCLDS #30.06
TEMPORARY DIVERSION
DITCH - MCLDS #30.05 CALL NC ONE-CALL
AAAAAAAA DENUDED AREA BEFORE voU DIe ). CONTRACTOR IS FULLY RESPONSIBLE FOR CONTACTING
APPROPRIATE PARTIES AND ASSURING THAT EXISTING
PROP HARDWARE CLOTH & GRAVEL UTILITIES ARE LOCATED PRIOR TO BEGINNING CONSTRUCTION.
- #
INLET PROTECTION - MCLDS #30.04 2). CONTRACTOR IS RESPONSIBLE FOR PLACING BARRICADES
USING FLAGMEN, ETC., AS NECESSARY TO INSURE SAFETY
PROPOSED TEMPORARY GRAVEL TO THE PUBLIC.
STABILIZATION TIMEFRAME CONSTRUCTION ENTRANCE - MCLDS #30.11A
1 DAYS NONE T 3). ALL PAVEMENT CUTS, CONCRETE OR ASPHALT, ARE TO
PROPOSED TEMPORARY ROCK BE REPLACED ACCORDING TO STANDARDS OF THE NORTH
1 DAYS NONE HF CHECK DAM - MCLDS #30.10 CAROLINA DEPARTMENT OF TRANSPORTATION. )
' ]
1DAYS ;?;ECRE%':%E;_? |21?3,Ifr555 A;I'E'TS_TOHW';‘ED ARE NoT 0 50 100 150 4). SHORING WILL BE ACCORDING TO OSHA TRENCHING z
14 DAYS T DAYS FOR SLOPES GREATER THAN 50" IN LENGTH SILT FENCE OUTLET . 1-800-632-44944 STANDARDS PART 1926 SUBPART P, OR AS AMMENDED. <
14 DAYS NONE, EXCEPT FOR PERIMETERS AND HQN ZONES GRAPHIC SCALE AVOID UTILITY DAMAGE 2
"

Truelight Church Rd Property

CHARLOTTE, NORTH CAROLINA 28204

Engineering

Land Planning
Land Surveying

Designed By:

Town of Mint Hill, Mecklenburg County, North Carolina
LiveWell Homes, %10 Springcrest Drive, Fort Mill, SC 2971%

704/377-6097

704/377-6099 FAX

PH

KENNEY@KENNEYDESIGN.COM

EMAIL

Of



704/377-6097

/
/

EXIST S
15" RCP N

GROUP, PA

KENNEY@KENNEQDESIGN.COM

KENNEY DESIGN
704/377-6099  FAX

PH:
EMAIL

CHARLOTTE, NORTH CAROLINA 28204

1316 GREENWOOD CLIFF

N—— 9 — =
\\\ o2 2
c
m = g Q g n = m A % N Q Q Q Q Q N o g g g P P ~ N Q Q Q < 1n 0N Q N Q g Q - Q 1n Q mn Q Q 8 5 g
s S o = 5 Q 10 ™ n © = N = Q ® = N © © 10 0 0 N B Q T 9 10 10 oM o
Jao o % 8| B B[ B b e 8 & B B B B B B B B B B B b R kb B 8 B o & b b 8 B 8 F B B & p B ¥ ¥ ¥ % F s ¥ O O§F g3
OO0 1+@O 2+Q0 3+Q0 4+©0 5+Q0O 6+O0O T+QO &+00O 4+Q0O [of; oo I+QO SECc
P [ [ A _
SURFACE HILL RD
60' R/ (MIN.)
R/NW R/W
30' MIN. 30' MIN.
Il
29'-0"
¢
q-o" 14'-6" 14'-6"
II
MIN. 5! 3! 26" 12'-o" 12'-o" 2,_6,
= DADE | EE D |/4"/F
7= T T Al R
SATORPNTE=ER RN 5 g ﬁ—— —_\
EX. 4. GRADE — ~
£X GRADE|RIGHT R/ \
PAVEMENT SCHEDULE TACK COAT (PLACE I" ASPHALT (FINAL CONSTRUCTIO
\ \ —— QST PRIOR TO FINAL: . F "
4 —T——__ | . " SURFACE COURSE) N | I/2" SURFACE COURSE
L\;_\ L —] — I" SUPERPAVE SURFACE COURSE, TYPE SF-9.5A (INITIAL CONSTRUCTION)
el T/ 4T 1 8" COMPACTED AGGREGATE BASE COURSE .
Jeo \\\ "‘-\\ @ OR Blu" ASPHALT BASE COURSE (B25.0B)* &' COMPACTED AGGREGATE al
]
T (H) 2-6"sD cUrB ¢ GUTTER BASE COURSES @
>
(U]
O, <

MH -r}

T COMPACTED SUBGRADE
4" THICK CONGCRETE SIDEWALK =

* CUT EXIST PAVEMENT FOR TO CREATE SMOOTH EDGE, I't. IF FILL 1L DICAL PAVEMENT SECTION
AREA |5 LESS THAN 5' WIDTH USE FULL DEPTH ASPHALT (2 LIFTS) AND
CAP WITH ' SURFACE COURSE, AS SHOWN

NOTES

. SIDEWALK SHALL BE PROVIDED ON ONE SIDE OF THE STREET A MINIMUM OF 3' FROM BACK OF CURB.

2. THE CROWN (TRANSVERSE SLOPE) FOR THE TYPICAL SECTION ON THIS SHEET IS 3/8" PER FT.

3. SUBGRADE MUST BE TESTED BY AN INDEPENDENT TESTING LAB, AND HAVE A DENSITY OF 100% IN
ACCORDANCE WITH AASHTO-TA9; BASE COURSE MUST HAVE A DENSITY OF 40% FOR B.C.B.C. AND |100% FOR
AB.C. IN ACCORDANCE WITH AASHTO-TIBO SURFACE COURSE SHALL BE COMPACTED TO A DENSITY

IS5" RCP | {];

. T, 0 = = = = 1)) = mn A 0 Q v,
it 2 3 N R 9 R N R 9 R 9 S o S o 3 N N S Q m n = 2 @ = N N 8 2 a o N N x OF d5%. ALL TESTS TO BE CONDUCTED BY AN INDEPENDENT TESTING FIRM AT THE DEVELOPERS
] 9 2 © © S ! S 9 S ! S ! P! © P! © S © S © o 0 o 0 0 0 0 © © © © ) © O O © EXPENSE, AND THE RESULTS SENT TO MECKLENBURG COUNTY ENGINEERING DEPARTMENT AND TO THE
50 r r ~ ~ r ~ ~ T v ~ T T v ~ ~ ~ ~ ~ = = = " STREET MAINTENANCE DEPARTMENT FOR THE TOWN.
ooO 4. FINAL ONE (1) INCH OF ASPHALT TO BE APPLIED WHEN DEVELOPMENT HAS 50% OCCUPANCY. BUT
1+®O 2+Q0 3+00 4+O0 5+00 6+00 T+©O &+00 NO LESS THAN ONE YEAR AFTER INITIAL PAVEMENT CONSTRUCTION. "y, S
TRUELIGHT CHURCH RD/SURFACE HILL RD -
NO SCALE =)
N
n
-
2 4 N A
( ) ( (" GENERAL NOTES: A —————— PLAN VIEW ( .
N OTES SKIMMER SEDIMENT BASIN N S\
NOTES: 1. UNIFORMLY GRADE A SHALLOW DESKN CRITERIA TR (e £ MAX. ™~ @
DEPRESSION APPROACHING THE
1. INLET MAINTENANCE SHALL BE DOCUMENTED IN PROJECT LOG BOOK. 1. A STABILIZED ENTRANCE PAD OF 2°-3" WASHED STONE SHALL BE LOCATED WHERE TRAFFIC WILL ENTER OR LEAVE INLET. RE FENCING I WASHED STONE et R o
o ¢ DRAINAGE ey (NcooT #5 oR #57) BETWEEN POSTS (@] ko]
2. FILTER TYPES SHALL BE APPROVED BY THE INSPECTOR PRIOR THE CONSTRUCTION SITE ONTO A PUBLIC STREET. AREA <10 AC. AND COVERED BY X b8
TO INSTALLATION. 2, FILTER FABRIC OR COMPACTED CRUSHER RUN STONE SHALL BE USED AS A BASE FOR THE CONSTRUCTION ENTRANCE. 2. R‘RT'XETSEF(?SJUEEE%LLJ;Q;JSD& gE%IE (ACRES) .. c
3. FILTER BAGS MAY BE REMOVED WHEN SITE IS STABILIZED AT 3. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF SEDIMENT INLET. SPACE POSTS EVENLY AROUND | 4 MAX. | T WOVEN FILTER FABRIC e 2, % g’
THE DIRECTION OF THE ENGINEER. ONTO PUBLIC STREETS OR EXISTING PAVEWENT. _ THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ACDITONAL THE PERINETER OF THE INLET, A R | 19-GAUGE HARDWARE. CLOTH o | 2 ShctuRe 0 o
4. FILTER BAGS SHALL BE REMOVED PRIOR TO STREET ACCEPTANCE. o e i 4 APART. @" MESH OPENINGS) WETH] RATIC % o
5.  FILTER BAGS SHALL BE CLEANED OR REPLACED ON A REGULAR 4. ANY SEDIMENT SPILLED, DROPPED, WASHED, OR TRACKED ONTO PUBLIC STREETS MUST BE REMOVED IMMEDIATELY. 3. SURROUND THE POSTS WTHWRE Bl — — = — —mm PN NOTES:
HOOD BASIS (NOT BE MORE THAN HALF FULL AT ANY TIME). 5. WHEN APPROPRIATE, WHEELS MUST BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTERING A PUBLIC STREET. WHEN %é“wﬁ'é’?a‘é’ggﬂg'-ﬂg S%EERE MAX.
/_ 6. FILTER BAGS SHALL NOT BE ALLOWED IN EXISTING TOWN OR NCDOT WASHING IS RECLIRED, T SHALL, BT DONE 10 AN AREA STABRIZED. WIH CRUSHED, STONE MHICH DRAINS: (NTO AN POSTS AT THE TOP, MIDDLE, AND okl S 1. REFER 10
- — ROADS. = NS0 1B, BOTTOM. PLACING A 2—FOOT FLAP NCDOT #5 OR #57 SECTION §6.64
6. COUNTY MAY REQUIRE A STANDARD COMMERCIAL DRIVEWAY (STD. 10.24 & 10.25) TO OF THE WIRE MESH UNDER THE WASHED. STONE > e WERGE e FOR ADDIIONAL
ACCESS THE CONSTRUCTION SITE IF THE DRIVEWAY (S ON A THOROUGHFARE. GRAVEL FOR ANCHORING IS W'ﬂl':i‘s (cu. FT. WOTH W = —— DESIGN
_® | RECOMMENDED. I REQUIRED PER AC, L EMERGENCY SPECIFICATIONS
Ty GRATE DISTURBED} + AREA OF BASIN WATER SPILLWAY REGARDING
. 7 100 MIN. " 4. PLACE CLEAN GRAVEL (NC DOT #5 16" MIN SURFACE AT TOP OF PRINCIPAL SKIMMER SEDIMENT
EXPANSION — 1" REBAR FOR I pueuc sweer OR #57 STONE) ON A 2:1 SLOPE 355 SPILLWAY BASINS.
RESTRANT. K — — . REMOVAL FROM INLET e WITH A HEIGHT OF 16 INCHES Tttt SURFACE (SQ. FT, 2. REFER TO STD
. . FacomaERRIRie AR AROUND THE WIRE, AND SMOOTH TO pRER PER CFS " §o0.18 FOR
N N EXISTING GROUND *%f \ AN EVEN GRADE. REQUIRED Q10) CROSS—SECTION VIEW BAFFLES BAFFLE SPACING
ke v FILTER BAG — DETECRE SOLSTADLIZATION, ARG - 5. ONCE THE CONTRIBUTING DRAINAGE i FREEROAEE W=5' MIN. AND TNSTALLATION: e OTES: MAINTENANGE. NOTES:
N N - AREA HAS BEEN STABILIZED, REMOVE ~ NCDOT #5 OR 457 — 6° MIN. INVERT ELEVATION EMESISOHERT 1. FILTER OUTLETS SHALL BE INSPECTED BY THE FIANGIALLY RESPONSIELE FARTY OR LN
5 DUMP LOOPS ég?ggﬁé:ﬁ?‘AiE[ggiglthND WASHED STONE- STRUCTURE s OF EMERGENCY SPILLWAY: / Tt RN 1. ?EDIMW_IHAFI':.TE: I?{L(];EI-EESI- AND HARDWARE CLOTH SHALL BE 16 INCHES HIGH BUT NO . AN MMEDIASELY AFTER EACH RANFALL AND AT LEAST DALY DURING, © mmm
ELEVATIONS. FILTERED Zm5" MAX. |~ 2. HARDWARE CLOTH SHALL BE ANCHORED TO THE STEFL POSTS SECURELY USING FHOLONCEDSHANESL ST RERRTNEEDRD SHALLIRE MO MERATRLY <
. WATER oo | APPROPRIATE ANCHORS. HARDWARE CLOTH SHALL BE KEVED IN A MINIMUM OF 12 INGHES 2. THE STONE SHALL BE REPLACED PROMPTLY AFTER ANY EVENT THAT HAS CLOGGED < N
D | o 6. COMPACT THE AREA PROPERLY AND DEWATERING _f / N LENGTH AnD apﬁggﬁ'snmg A5 SHOWN IN ASOVE DETAL. HARDARE CLOTH TO OR REMOVED IT. E Z
b'\ R . _/,i I | | E STABILIZED IT WITH GROUNDCOVER. ZONE ‘1;=2. MIN. — 5 e EE' & h"ORE i ;E{‘Fm ) 3. ggnm?nmws@mgéﬂugﬂﬁmw:g‘lﬂ?ﬁsgsﬁ REACH HN.F_II_'HHE ;IIE'IIFHT © a
CATCH BASIN ; n ] : L : FENCE OUTLET IS REMOVED SHALL BE DRESSED TO CONFORM TO THE EXISTING Q N
’ bb | /I\ | ~ % - FILIER ‘EABItL SEIELAAY 4. al;lt'E c%mou TS 1.QLEAIIJ'}'SF‘POINT SMALL CONCENTRATED FLOWS ARE ANTICIPATED AND AT THE GRADE, PREPARED AND SEEDED. 8
N ouTLET = =] SEDIMENT ki
o K« 7/ ® 2 STORAGE ZONE MOUND RIP-RAP ANTI-SEEP 5. ONE ACRE MAXIMUM DRAINAGE AREA PER OUTLET. <
AS PEDESTAL (CR COLLAR
n ~ O . DATA BLOCK AepRovED E0iN) NOT O SCALE Z QW
N DRAA'I{éiGE D?\‘RUEDAED BASIN VOLUME BASIN SURFACE AREA CLEANOU/T H L T W z SKIMMER | SKIMMER O
BASIN NO. Ou  [REQUIRED | PROVIDED | REQUIRED | PROVIDED |DEPTH H/2 PIPE_ | ORIFICE
SECTION INSTALLATION (ACRES) | (ACRES) ©F) | ©F) | ©F) | (cry | ey | (FEED) | (FEET) | (FEET) | (FEET) | (FEET) | pyaVETER | DIAMETER o ';_ —
——————— APPROVED DATE: 02/2007 Al ATE: 7 s -
L NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE (&) g >
MECKLENBURG COUNTY MECKLENBURG COUNTY ¢ MECKLENBURG COUNTY g HARDWARE CLOTH AND GRAVEL MECKLENBURG COUNTY MECKLENBURG COUNTY w\ :
‘ CATCH BASIN INLET PROTECTION 1 SILT FENCE Z =
LAND DEVELOPMENT ¢ LAND DEVELOPMENT STABILIZED CONSTRUCTION ENTRANCE FEID:ND:':EM LAND DEVELOPMENT [, INLET PROTECTION LAND DEVELOPMENT SKIMMER SEDIMENT BASIN LAND DEVELOPMENT E"/‘ (a4 v e
L STANDARDS fmmrmm 15] \__ STANDARDS 30.11A] J S STANDARDS o 3009] ) | \_  STANDARDS | 30,02A| > \_ STANDARDS L QUTLET OPTION 2 fmmﬁmz,o_os[, p j— E\ (o)
Z z S o
= W
=
-4
/ \ ( \ ( NOTES: / \ ( INLET ZONE_35% \ ; Q
GENERAL NOTES: OJSURRACEARES (&
1. CLASS OR MEDIAN SIZE OF RIPRAP AND LENGTH, WIDTH AND DEPTH OF APRON TO BE ARM ASSEMBLY INLET ZONE_25%
1. CHECK DAMS MAY BE USED IN SLOPING DITCHES DESIGNED B THE ENGINEER. O one 253 GENERAL NOTES: wJ £ =
. 2. REFER TO THE CHARLOTTE MECKLENBURG STORM WATER DESIGN MANUAL FOR RIPRAP OF SURFACE AREA —— h :
STEEL POST ) 6" MAX. X STEERPOST OR CHANNELS TO SLOW VELOCITY OR TO CREATE APRON DESIGN STANDARDS. 1. DRIVE 5 STEEL POST AT LEAST o = n
SEDIMENT TRAPS. 3. RPRAP SHOULD BXTEND UP BOTH SIDES OF THE APRON AND AROUND THE END OF THE "C" ENCLOSURE QUILET ZONE 15% 24" INTO SOLID GROUND. Z 2
2. ENSURE THAT MAXIMUM SPACING BETWEEN DAMS PLACES THE g ATRTHEADISCH, LICEREATRAMAXIMLM AL 5
LR FroRc TOE OF THE UPSTREAM DAM AT THE SAME ELEVATION AS THE 1oy N T e o % HORIZONTALLY 'AND VERTICALLY : =
WOVEN FILTER FABRIC DOWNSTREAM DAM (SEE DIAGRAM BELOW). " RECENING CHANNEL. THE AREA TO BE PAVED OR RIPRAPPED SHALL BE UNDERCUT SO WATER ENTRY UNIT ;aTé;I:E'#OmTiE,%ggSFENCE x Z
\p?‘- THAT THE INVERT OF THE APRON SHALL BE AT THE SAME GRADE (FLUSH) WITH THE PERSPECT'VE V[EW X " Q ommm
S\ i?R;HAEEDg;N;#EEEECEEINVIgG CHANNEL. THE APRON SHALL HAVE A CUTOFF OR TOE WALL i \ 3. MINIMUM BAFFLE SPACING IS 10 u g
B
5. THE WIDTH OF THE END OF THE APRON SHALL BE EQUAL TO THE BOTTOM WIDTH OF THE E X 4, THE FLOOR OF THE BASIN IN m ; Q
RECEVING CHANNEL. MAXIMUM TAPER TO RECEIVING CHANNEL 5:1. <| PVC VENT SCHEDULE 40 THE OUTLET ZONE AND BERMS
PVC END CAP FYG ELECH PIRE PVC PIPE SHOULD BE SEEDED IMMEDIATELY w u ,
WA H . b A ASIN |
EXCAVATE TRENCI MAXIMUM SPACING 6. ALL SUBGRADE FOR STRUCTURE TO BE COMPACTED TO 95% OR GREATER FTER THE BASIN IS —r -~
FILL 7. THE PLACING OF FILL, EITHER LOOSE OR COMPACTED IN THE RECENMING CHANNEL SHALL CONSTRUCTED. @ - = o
e NOT BE ALLOWED. WATER SURFACE . REFER TO NCESCPDM SECTION
TS 5. REFER TO NCESCPDM SECTIO b —

NERAL NOTES: =USHSHE 8. NO BENDS OR CURVES IN THE HORIZONTAL ALIGNMENT OF THE APRON WILL BE PERMITTED. ﬁfgrwﬁoﬁgo'“m“ I —
GENERAL NOTES: = PVC END CAP . N
1. FILTER FABRIC FENCE SHALL BE A MINIMUM OF 32" IN WIDTH AND SHALL HAVE A A AND B ARE AT EQUAL ELEVATIONS s %LPTEQA?BRIC SHALL B INSTALLED ON COMPACTED SUBGRADE PRIOR TO PLACEMENT OF z

MINIMUM OF 6 LINE WIRES WITH 12" STAY SPACING. LCROSS—SECTION PVC PIPE SCHEDULE 40 o
10. ANY DISTURBED AREA FROM END OF APRON TO RECIEVING CHANNEL MUST BE STABILIZED. 1/2,, HOLES IN PVC PIPE & Z o
2. WOVEN FILTER FABRIC BE USED WHERE SILT FENCE IS TO REMAIN FOR A PERIOD OF
MORE THAN 30 DAYS. MAINTENANCE NOTES: USE USDA NOMOGRAPH FROM NC SEDIMENT AND EROSION CONTROL MANUAL OR CHARLOTTE PVC TEE UNDERSIDE © — m
MECKLENBURG STORM WATER DESIGN MANUAL FOR DESIGN DATA. ORIFICE
3. STEEL POSTS SHALL BE 5'-0" IN HEIGHT AND BE OF THE SELF—FASTENER ANGLE STEEL 1. FILTER BARRIERS SHALL BE INSPECTED BY THE FINANCIALLY RESPONSIBLE PARTY PLATE z E
TYPE. OR HIS AGENT IMMEDIATELY AFTER EACH RAINFALL AND AT LEAST DAILY DURING Ty \ >
PROLONGED RAINFALL. ANY REPAIRS NEEDED SHALL BE MADE IMMEDIATELY. RIP RAP SUMMARY CHART 4'—0" MAX. SPACING X / o
4. TURN SILT FENCE UP SLOPE AT ENDS. OUTLET L FLEXIBLE —X < (S5
2. SHOULD THE FABRIC DECOMPOSE OR BECOME INEFFECTIVE PRIOR TO THE END a wi w2 ™ H HOSE
5. ORANGE SAFETY FENCE IS REQUIRED AT BACK OF SILT FENCE WHEN GRADING IS OF THE EXPECTED USABLE LIFE AND THE BARRIER STILL IS NECESSARY, THE (TYPICAL) POROUS MATERIAL o =
ADJACENT 1)'0 SWIM BUFFERS, STREAMS OR WETLANDS (REFER TO SWIM BUFFER FABRIC SHALL BE REPLACED PROMPTLY. %umaéoc‘uggz MESH . —_—
GUIDELINES). THE COLOR ORANGE IS RESERVED FOR VISUAL IDENTIFICATION OF COCONUT LINER OR —
EIROMENLY SEAME Exs S T T e L R Rl T ESsay -0 ) =
6. DRAINAGE AREA CAN NOT BE GREATER THAN 1/4 ACRE PER 100 FT OF FENCE. (Al 132 0 (s [ [t BT B3 i) o) Gl W Wi END VIEW l l I B
7. SLOPE LENGTHS CAN NOT EXCEED CRITERIA SHOWN IN TABLE 6.62A NORTH CAROLINA a————— FRONT VIEW & B O < o ;
EROSION AND SEDIMENT CONTROL PLANNING AND DESIGN MANUAL. COMPACT FENCE AND o W
FABRIC BURIED IN h
8. DO NOT INSTALL SEDIMENT FENCE ACROSS STREAMS, DITCHES, WATERWAYS OR OTHER TRENCH
AREAS OF CONCENTRATED FLOW. z : .2
PLAN R T T — SCHEMATIC OF SKIMMER TAKEN FROM PENNSYLVANIA EROSION AND SEDIMENT POLLUTION CONTROL MANUAL, MARCH 2000. z |
* d50 (see fig 8.06 a&b "NC SEDIMENT AND EROSION CONTROL MANUAL™
: max = 1.5 x APPROVED DATE: 02/2007 SECTION B-B
NOT TO SCALE APPROVED DATE; 02/2007 NOT TO SCALE s NOT TO SCALE NOT TO SCALE
MECKLENBURG COUNTY MECKLENBURG COUNTY MECKLENBURG COUNTY RIP RAP APRON AT PIPE OUTFALLS MECKLENBURG COUNTY MECKLENBURG COUNTY
LAND DEVELOPMENT TEMPORARY SILT FENCE LAND DEVELOPMENT ¢ ?ﬂ‘ : TEMPORARY ROCK CHECK DAM LAND DEVELOPMENT OTHER THAN AT SWIM LAND DEVELOPMENT ‘\( SKIMMER LAND DEVELOPMENT BAFFLE INSTALLATION
\_ STANDARDS 30.06A| \ STANDARDS AL 30.1 0A| ) \_ STANDARDS 20.23| J| U STANDARDS 30.02B] / \_ STANDARDS 30.19| )
OUTLET CcFs PIPE APRON BOTTOM TOP DEPTH HEIGHT | STONE SIZE:
DIA. LENGTH WIDTH WIDTH d50
(IN) La' (FT) | WIM(FT) | W' @FT) | TN | HU N (N < I
FES 5 o1 15" 0.0 38 157 2" 12" 6" STONE ]

Sheet No

Of
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